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Federal Communications Commission § 73.664

may enter into a contract, arrange-
ment, or understanding with a pro-
ducer, supplier, or distributor of a non-
network program if that contract, ar-
rangement, or understanding provides
that the broadcast station has exclu-
sive national rights such that no other
television station in the United States
may broadcast the program.

NOTE 1: Contracts, arrangements, or under-
standings that are complete under the prac-
tices of the industry prior to August 7, 1973,
will not be disturbed. Extensions or renewals
of such agreements are not permitted be-
cause they would in effect be new agree-
ments without competitive bidding. How-
ever, such agreements that were based on
the broadcaster’s advancing ‘‘seed money’’
for the production of a specific program or
series that specify two time periods—a try-
out period and period thereafter for general
exhibition—may be extended or renewed as
contemplated in the basic agreement.

NOTE 2: It is intended that the top 100
major television markets listed in § 76.51 of
this chapter shall be used for the purposes of
this rule and that the listing of the top 100
television markets appearing in the ARB
Television Market Analysis shall not be
used. The reference in this rule to the listing
of markets in the ARB Television Market
Analysis refers to hyphenated markets below
the top-100 markets contained in the ARB
Television Market Analysis. If a community
is listed in a hyphenated market in § 76.51
and is also listed in one of the markets in
the ARB listing, the listing in § 76.51 shall
govern.

NOTE 3: The provisions of this paragraph
apply only to U.S. commercial television
broadcast stations in the 50 states, and not
to stations in Puerto Rico or the Virgin Is-
lands, foreign stations or noncommercial
educational television or ‘‘public’’ television
stations (either by way of restrictions on
their exclusivity or on exclusivity against
them).

NOTE 4: New stations authorized in any
community of a hyphenated market listed in
§ 76.51 of this chapter or in any community of
a hyphenated market listed in the ARB Tele-
vision Market Analysis (for markets below
the top-100 markets) are subject to the same
rules as previously existing stations therein.
New stations authorized in other commu-
nities are considered stations in separate
markets unless and until § 76.51 is amended
by Commission action, or the ARB listing is
changed.

(Sec. 5, 48 Stat. 1068 (47 U.S.C. 155))

[28 FR 13660, Dec. 14, 1963]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 73.658, see the List of CFR
Sections Affected in the Finding Aids sec-
tion of this volume.

§§ 73.659—73.663 [Reserved]

§ 73.664 Determining operating power.
(a) The operating power of each TV

visual transmitter shall normally be
determined by the direct method.

(b) Direct method, visual transmitter.
The direct method of power determina-
tion for a TV visual transmitter uses
the indications of a calibrated trans-
mission line meter (responsive to peak
power) located at the RF output termi-
nals of the transmitter. The indica-
tions of the calibrated meter are used
to observe and maintain the authorized
operating power of the visual trans-
mitter. This meter must be calibrated
whenever any component in the meter-
ing circuit is repaired or replaced and
as often as necessary to ensure oper-
ation in accordance with the provisions
of § 73.1560 of this part. The following
calibration procedures are to be used:

(1) The transmission line meter is
calibrated by measuring the average
power at the output terminals of the
transmitter, including any vestigial
sideband and harmonic filters which
may be used in normal operation. For
this determination the average power
output is measured while operating
into a dummy load of substantially
zero reactance and a resistance equal
to the transmission line characteristic
impedance. During this measurement
the transmitter is to be modulated
only by a standard synchronizing sig-
nal with blanking level set at 75% of
peak amplitude as observed in an out-
put waveform monitor, and with this
blanketing level amplitude maintained
throughout the time interval between
synchronizing pulses.

(2) If electrical devices are used to
determine the output power, such de-
vices must permit determination of
this power to within an accuracy of
±5% of the power indicated by the full
scale reading of the electrical indi-
cating instrument of the device. If
temperature and coolant flow indi-
cating devices are used to determine
the power output, such devices must
permit determination of this power to
within an accuracy of ±4% of measured
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